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What is Stormwater? 
Stormwater is the water generated from rain 
and snow events.  The stormwater drainage 
system that carries precipita on water dis-
charges to surface water sources such as the 
Kansas River with no treatment.  Everything 
that is on surfaces exposed to rain; trash, 
cigare e bu s, oil, an freeze, grease, fer -
lizers, pes cides and more are washed into 
surface water as pollutants.   

Food handling facili es such as restaurants, 
ins tu onal cafeterias, grocery stores, bak-
eries, and delis can contribute to stormwater 
pollu on mainly though improper cleanup 
prac ces that allow food par cles, oil and 
grease, and cleaning products to flow to a 
street, gu er, or storm drain.  

You can do your part to protect our surface 
waters from pollu on by following the Best 
Management Prac ces (BMPs) outlined in 
this document. 

Legal Informa on 
Discharge of pollutants into the stormwater sys-
tem or into the sanitary sewer system is a viola-

on of City of Lawrence Municipal Code and can 
lead to enforcement ac ons. 

 

Stormwater Pollu on Preven on Mu-
nicipal Code: 

Chapter 9, Ar cle 9  
h ps://assets.lawrenceks.org/city-code/chapter19.pdf  

Sewer Use Regula ons Municipal 
Code: 

Chapter 19, Ar cle 5 
h ps://assets.lawrenceks.org/city-code/chapter19.pdf  

Environmental Protec on Agency 

Na onal Pollutant Discharge Elimina-
on System (NPDES) 

h ps://www.epa.gov/npdes 

785-832-7800 h ps://lawrenceks.org/public_works/stormwater/ 



Best Management Prac ces 
Cover outdoor grease and oil storage con-

tainers.  Uncovered containers can allow rain-
water to float oil and grease out, causing over-
flow and viola on of City Code. 

Locate dumpsters and grease storage con-
tainers away from storm drain catch ba-
sins. This gives you more me to no ce and 
clean up any spills and leaks before they reach 
the stormwater system.   

Keep grease dumpster surfaces and dump-
ster pads clean. Clean any spills on and near 
the dumpster using dry wiping and scraping 
methods.  This will ensure grease and food is 
not washing off during rain events. Make sure 
the containers you carry oil to the dumpster in 
are not too heavy or full to avoid spills. 

 

 

 

 

 

 

Tip: Never  leave your grease dumpster open or 
covered in grease and old food. 

Scrape up and absorb spills before using water 
for clean up. Use absorbent pads or other material 
to clean up grease and oil spills from floors, equip-
ment, containers, and dumpsters. Do not use free 
flowing absorbent materials such as ki y li er or 
sawdust that can be discharged to the stormwater 
system unless the material will be cleaned up imme-
diately.  

Make sure that mop water and mat cleaning 
water is discharged to a sink connected to the 
grease interceptor, not outdoors. Sweep floors 
and wipe up greasy areas first before mopping to 
minimize the grease and debris going to the sanitary 
sewer system. 

Contain water from outdoor cleaning. Do not 
conduct outside cleaning ac vi es where wash wa-
ter can flow into a storm drain. 

Remove li er from dumpster areas, loading 
docks and other outdoor areas. Any li er on the 
ground will be washed into the stormwater system 
in rain events.   

Do not throw cigare e bu s on the ground. 

 

Rou nely clean kitchen exhaust system filters. 
Use dry wiping methods first, then clean hood parts 
in a sink connected to the grease interceptor. Un-
cleaned exhaust will allow oil and grease to accumu-
late on the roof and run off in rain events. Do not 
spray hood filters outside without containing 
wastewater for proper disposal. 

Maintain your grease interceptor. Grease Inter-
ceptors are designed to be maintained on a regular 
basis.  They should be pumped out by a qualified 
contractor when grease and solid material make up 
25% of the capacity.  Failure to maintain grease in-
terceptor equipment can back up wastewater in your 
establishment and cause grease blockages and over-
flows in the sanitary sewer system. These overflows 
can leak raw sewage into the stormwater system and 
our surface water. Chemical and biological addi ves 
are not a subs tute for maintenance. 

Scrape or wipe food and grease from dirty 
dishes into the trash  or compost before wash-
ing.  This will reduce the load on your grease inter-
ceptor so that it can do it’s job more efficiently. 

Train kitchen staff and other employees about 
how they can help ensure BMPs are imple-
mented. Training and explaining benefits of ac vi-

es will mo vate and educate people to prevent 
pollu on. 

Never pour oil or grease down any drain. 
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